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DATE:  November 21, 2024 

TO: Firms Interested in the Siler City Health Department Renovation 

FROM:  Michele Peluso, Chatham County Procurement Manager 

SUBJECT: Addendum No.1– Siler City Health Department Renovation –  

Questions from Pre-bid meeting on 11/14/24 at 10:00 AM 

 
Please include addendum acknowledgement in your submittal. 

1. Q: What is the required thickness for countertops in the lab; color of countertops?  Will the 
backsplash be replaced?  Are the countertops expected in one piece or multiples? 

A: Use ¾” thick countertop material on top of ¾” plywood to match existing thickness so 
there will not be a need to affect the backsplash. Countertops may have breaks but 
must meet state requirements.  Countertop color to be BLACK and edge of plywood to 
be painted black with oil based, durable finish. 
 

2. Q:  Will all walls require painting? 
A: Only walls that require touchup due to construction damage will need to be patched 
and painted, along with newly constructed walls.  Paint will need to match existing paint 
color.  
 

3. Q: Will door frames need to be replaced so doors will open towards the correct wall?   
A:  Yes, for the unit price, a new frame with corrected swing will need to be installed. 
 

4. Q: Will the new wall for the conference room need to be offset for the lights? 
A: The wall will need to work around the existing lights in the ceiling. 
 

5. Q: Are there additional drawings?  
A: Only one page of drawings attached to bid documents. 
 

6. Q: What are the work hours for the project? 
A: Standard work hours are expected, 8:00 am to 5:00 pm.  If work is required outside of 
these hours, please coordinate with Brian Stevens 919-548-2008. 
 

7. Q: Will contractors be required to move debris daily from work site? 
A: The contractor can provide a dumpster onsite for debris removal so that it does not 
have to be hauled away daily. 
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8. Q:  Will glass in new doors need to match the glass in the existing doors?   

A: Yes. 
 

9. Q: How is the Lab ceiling demo in storage room to be handled?   
A: The wall above the door is to be cut and capped to create a bulkhead between the 
two spaces due to the different ceiling heights. 
 

 

 

 

Company Name: ____________________________________________________________________ 

 

Representative’s Name: _______________________________________________________________ 

 

Signature: __________________________________________________________________________ 

 

Date: ______________________________________________________________________________ 
 


