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ROY COOPER  J.R. “JOEY” HOPKINS 
 

GOVERNOR   SECRETARY 
 

Mailing Address: 

NC DEPARTMENT OF TRANSPORTATION 

DISTRICT OFFICE  
300 DOT DRIVE 

ASHEBORO, NC 27205 

 

Telephone: (336) 318-4000 

Fax: (336) 318-4010 

 
 

Website: www.ncdot.gov 
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300 DOT DRIVE 

ASHEBORO, NC 27205 
 

 

 
November 20, 2024 

 

Chatham County        Driveway Permit File Number D081-019-24-00125 

             (Valiant Reserve) 

                                                                                

                                                

Re:  Commercial Driveway Permit Application with Entrance onto SR 1721 (Lystra Rd.) 

 

501 Prairie View, LLC 

c/o Chris Ehrenfeld 

1861 Santa Barbara Drive 

Lancaster, PA 17601 

 

Dear Mr. Ehrenfeld, 

 

Personnel assigned to this office have conducted a review of the permit application & plans and 

approval is granted subject to the following stipulations: 

 

1. This approval covers only work associated with the construction of an entrance connection to 

the NCDOT maintained roadway. This driveway permit is void if work has not begun within 

one year from the date of this letter. 

  

2. The entrance onto Lystra Rd. is to be constructed in accordance with the attached plan sheets.  

 

3. The entrance onto Lystra Rd. shall require radii on each side of the driveway as shown on the 

attached drawing. 

 

4. No parking or outdoor advertising (signs) shall be allowed inside the right of way of Lystra Rd. 

 

5. Any areas inside the right of way disturbed during construction shall be seeded and mulched 

immediately upon completion of construction. 

 

6. Upon completion of construction, final approval by the District Engineer is required prior to 

opening the access connection for public use (page 9 Driveway Manual). 

 

7. The Owner/Developer & Engineer is advised that any changes to the approved site plan 

or construction of any structures which will add additional traffic to the site will require 

issuance of a new driveway permit and encroachment by NCDOT. 
 

8. Any work proposed within existing or proposed NCDOT right of way not covered in the 

above stipulations shall be constructed in accordance with an NCDOT approved 

Encroachment Agreement.  An approved Encroachment Agreement will show all 
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roadway details including, but not limited to, roadway widening, drainage and 

pavement markings.  When construction activities are covered under both an approved 

NCDOT Driveway Permit and an approved NCDOT Encroachment Agreement, those 

construction activities shall be considered to be covered under the NCDOT approved 

Encroachment Agreement. 
 

Attached to this correspondence please find an approved copy of TEB Form 65-04 (Driveway 

Permit Application - N. C. Department of Transportation).  Upon completion of the driveway 

entrances construction please notify the District Engineer Office (Phone (336)318-4000) so a 

final inspection of the entrances can be made.  

 

Sincerely, 

 

                                                                                                                        

 

 

R. J. Monroe 

District Supervisor 
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NCDOT Inspector Name: 

NCDOT Inspector Email: 

NCDOT Inspector Phone: 

NCDOT Project Manager Name: 

NCDOT Project Manager Phone: 

NCDOT Project Manager Email: 

ATTACHMENT FORM 

NOTIFICATION FOR UTILITY / NON-UTILITY ENCROACHMENT WITHIN NCDOT R/W 

Instructions for use: 
This form must be completed in its entirety and submitted directly to the designated personnel in the District Engineer’s 

office via email, fax or hand delivery a minimum of one week prior to construction for the encroachment.  If the 

designated NCDOT personnel names are unknown by the person completing this form, please contact the District 

Engineer’s office to determine that contact info. 

Date: Submitted by Name: 

To: District Personnel Name: 

District  Personnel Email: 

District Phone: 

This notification is to inform you that we (encroaching party or their contractor) will begin construction 

work on the following project in a minimum of one week. 

Driveway number 

 (assigned by NCDOT) for the project: 

Construction start date:               __________________________________________ 

Approximate ending date:           __________________________________________ 

Contact NCDOT inspector a minimum of 72 hrs. in advance to set-up Preconstruction meeting in the 

District Engineer’s office or other location as directed by the District Engineer 

Preconstruction meeting date & time:    _____________________________________ 

Preconstruction meeting address:    _______________________________________ 

_______________________________________ 

Type of  project: 

[Examples: power, telecommunication, water, sewer, gas, petroleum, other (describe)] 

Contact Info for this project:    
Contractor Company Name: 

_______________________________ 

Contractor Contact Name: 

_______________________________ 

Contractor Phone Number: 

_______________________________ 

Contractor Email: 

_______________________________ 

Tyler Kimes

tjkimes@ncdot.gov

336-318-4000

D081-019-24-00125

Driveway

Steve Gibbs

336-318-4000

ext-psgibbs@ncdot.gov

Tyler Kimes

336-318-4000

tjkimes@ncdot.gov



T E M P O R A R Y  C O N S T R U C T I O N  E N T R A N C E  /  E X I T 

DEFINITION: 

PURPOSE: 

CONDITIONS: 

DESIGN CRITERIA: 

DIUENSIONS: 

LOCATION: 

GRAVELED AREA TO BE LOCATED AT POINTS WHERE VEHICLES 
ENTER AND LEAVE A SITE. 

TO PROVIDE A BUFFER AREA WHERE VEHICLES CAN DROP THEIR 
MUD AND SEDIMENT TO AVOID TRANSPORTING IT ONTO PUBLIC ROADS. 
TO CONTROL EROSION FROM SURFACE RUNOFF. AND TO HELP CONTROL DUST. 

MAINTAIN IN A CONDITION WHICH WILL PREVENT TRACKING OR DIRECT FLOW OF MUD ONTO ADJACENT 
STREETS. RERIODIC TOPDRESSING OF STONE WILL BE NECESSARY. ANY MATERIAL TRACKED ONTO 
ROADWAY MUST BE CLEANED UP IMMEDIATELY. 
PROVIDE AND INSTALL ADEQUATELY SIZED DRIVEWAY PIPE OF SUFFICIENT STRENGTH MATERIAL TO 
WITHSTAND CONSTRUCTION TRAFFIC WITHOUT DEFORMATION OF THE PIPE.

USE CLASS A  WASHED STONE. WITH GEO TEXTILE LINER. 

THICKNESS OF 8 INCH MINIMUM CLASS A STONE
WIDTH OF 20 FOOT MINIMUM AND 50 FOOT MAXIMUM. 
LENGTH OF 50 FOOT MINIMUM 

LOCATE CONSTRUCTION ENTRANCES AND EXITS TO LIMIT SEDIMENT FROM LEAVING THE SITE AND TO 
PROVIDE FOR MAXIMUM UTILITY BY ALL CONSTRUCTION VEHICLES. AVOID 
STEEP GRADES AND ENTRANCES AT CURVES ON PUBLIC ROADS. 
INSTALL CONSTRUCTION ENTRANCES IN A WAY TO PREVENT VEHICLES FROM BYPASSING CONSTRUCTION 
ENTRANCE LEAVING PROJECT SITE.
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SITE DATA
OWNER/DEVELOPER: 501 PRAIRIE VIEW, LLC

1861 SANTA BARBARA DRIVE
LANCASTER, PA 17601
(919) 260-1005

ENGINEER: MCKIM & CREED
1730 VARSITY DRIVE, STE 500
RALEIGH, NC 27606
(919) 233-8091
ADAM E. FREEMAN, PE
AFREEMAN@MCKIMCREED.COM

ZONING: R-1

DEVELOPMENT AREA: 23.06 ACRES

PROPERTY ADDRESS: 647 LYSTRA ROAD

PARCEL PIN: 9775-69-1894 (PART)
9776-40-9291 (PART)

AKPAR:  18892 (PART)
 65382 (PART)

DEED REFERENCE: BOOK 02327, PAGE 0660

PLAT SLIDE: 02022-0019

EXISTING USE: VACANT

PROPOSED USE: SINGLE FAMILY RESIDENTIAL

STREET LENGTH: 1332 FT

WATERSHED DISTRICT: WS-IV PA

60' PUBLIC RIGHT-OF-WAY

10'10'6'6' 6'

UNDIVIDED TYPICAL SECTION
20' EP-EP; 60' PUBLIC R/W

25' RADIUS
(TYP.)
30' RADIUS
(TYP.)

EDGE OF
PAVEMENT
(TYP.)

RIGHT-OF-WAY
(TYP.)

10'X70' SIGHT
TRIANGLE

(TYP.)

TYPICAL ROADWAY INTERSECTION
NOT TO SCALE

TYPICAL LOT DETAIL
NOT TO SCALE

TYPICAL CUL-DE-SAC
NOT TO SCALE

RIGHT-OF-WAY
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VALIANT RESERVE
CONSTRUCTION DOCUMENTS

CHATHAM COUNTY, NORTH CAROLINA

FINAL DESIGN
ISSUED FOR REVIEW 0

1730 Varsity Drive, Suite 500

Phone: (919)233-8091, Fax: (919)233-8031
Raleigh, North Carolina 27606
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SITE PLAN NOTES
1. ALL CONSTRUCTION IS TO BE PERFORMED IN ACCORDANCE WITH

CURRENT NCDOT & CHATHAM COUNTY STANDARDS, SPECIFICATIONS
AND DETAILS.

2. ALL PERMITS RELATING TO THIS PROJECT MUST BE OBTAINED PRIOR
TO CONSTRUCTION.

3. CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS AND
ELEVATIONS PRIOR TO CONSTRUCTION.

4. CONTRACTOR SHALL VERIFY LAYOUT AND CONTACT ENGINEER WITH
ANY DISCREPANCIES PRIOR TO CONSTRUCTION.

5. PAINTED TRAFFIC ARROWS AND ALL SIGNS, PAVEMENT MARKINGS,
ETC. SHALL CONFORM TO M.U.T.C.D. STANDARDS.

6. RADII AND DIMENSIONS ARE TO EDGE OF PAVEMENT, UNLESS
OTHERWISE NOTED.

7. GENERAL CONTRACTOR SHALL COORDINATE AND COMPLY WITH ALL
UTILITY COMPANIES INVOLVED IN PROJECT AND PAY ALL REQUIRED
FEES AND COSTS.

PROPOSED LOT LINE

STORM DRAINAGE EASEMENT
SCM

ROAD CENTERLINE

PROPERTY LINE

LEGEND:

ADJACENT PROPERTY LINE
EXISTING R/W
PROPOSED R/W

RIPARIAN BUFFER LINE
RETAINING WALL

2023.12.28INITIAL SUBMITTAL0

C3.0
N/A

1"=80'

PEHH

JPE

ALM/AEF

CC/AEF

C3.0 SITE PLAN.dwg

SITE PLAN

09214-0001

October 25, 2024

DRAINAGE EASEMENTS
1. DRAINAGE EASEMENTS OUTSIDE OF R/W WILL NOT BE MAINTAINED

BY NCDOT BUT WILL BE MAINTAINED BY THE HOA.

MAIL CBU NOTES
1. UPON ADDITION OF A ROAD TO THE STATE SYSTEM, NCDOT WOULD NOT

OWN OR MAINTAIN CLUSTER MAILBOX UNITS (CBU'S) OR OTHER
APPURTENANCES ASSOCIATED WITH THESE UNITS SUCH AS CONCRETE
PADS.

2. THE CBU'S AND APPURTENANCES SHALL BE CONSIDERED AN
ENCROACHMENT AND ADMINISTERED IN ACCORDANCE WITH THE CURRENT
EDITION OF THE POLICIES AND POCEDURES FOR ACCOMMODATING
UTILITIES ON HIGHWAY RIGHTS OF WAY. IN ADDITION, NCDOT WOULD NOT
BE RESPONSIBLE FOR CLEARING SNOW, ICE, LIMBS, TRASH
ACCUMULATION, SPECIALIZED VEGETATION MANAGEMENT, ETC. FROM
ASSOCIATED PARKING AREAS (IF APPLICABLE) AND THE IMMEDIATE AREA
AROUND THE CBU.

3. THESE MAINTENANCE ACTIVITIES MUST BE PROVIDED BY MAILBOX USERS
OF HOMEOWNER'S ASSOCIATION AS A CONDITION OF THE ENCROACHMENT
AGREEMENT.

WATER MAIN
(3.0' MIN. COVER)

http://www.mckimcreed.com
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EX. 12" WATER MAIN

VALIANT RESERVE DRIVE
(60' PUBLIC R/W STA. 10+00 TO 18+00)

SCALE: 1"=50'

VALIANT RESERVE DRIVE PROFILE
(60' PUBLIC R/W STA. 10+00 TO 18+00)

SCALE: (Horiz.) 1"=50'; (Vert.) 1"=5'

VALIANT RESERVE DRIVE
(60' PUBLIC R/W STA. 18+00 TO 23+31.83)
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VALIANT RESERVE DRIVE PROFILE
(60' PUBLIC R/W STA. 18+00 TO 23+31.83)
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