[ SITE DATA

DEVELOPER

STEPHEN E. STAFFORD
3836 TRINITY CHURCH ROAD
SEAGROVE, NC 27341
PHONE: (919) 935-4753

PROPERTY INFO:

STEPHEN E. STAFFORD & DENISE A. STAFFORD

DB. 2453 PG. 0594

PIN #: 961500678446

AREA: 3.0 AC +/-

ZONING: R-1

REZONE TO: RB - CZ - REGIONAL BUSINESS (CONDITIONAL ZONING)

STEPHEN E. STAFFORD & DENISE A. STAFFORD

DB. 2455 PG. 0415

PIN #: 961500771377

AREA: 0.91 AC +/-

ZONING: R-1

REZONE TO: RB - CZ - REGIONAL BUSINESS (CONDITIONAL ZONING)

PROPERTY SETBACKS

FRONT =50 FEET
SIDE =20 FEET
REAR =20 FEET
HEIGHT =30 FEET

PARKING CALCULATION

SELF - STORAGE
REQUIRED: 0 SPACES
TOTAL REQUIRED: 0 SPACES

PROPOSED SITE TOTAL (INCLD. H.C.): 1 SPACES

HANDICAP SPACES INLCD. IN TOTAL=1 SPACES

PROPOSED BUILDING AREA
BUILDING A = 3000 +/- SQFT
BUILDING B = 4000 +/- SQFT
BUILDING C = 4000 +/- SQFT
BUILDING D = 3000 +/- SQFT
BUILDING E = 1800 +/- SQFT
BUILDING F = 2400 +/- SQFT
TOTAL = 18,200 +/- SQFT

MAXIMUM IMPERVIOUS SURFACE RATIO CALCULATION

TOTAL LOT AREA = 170,319 SF - 3.91 AC
IMPERVIOUS AREA = 58,370 SF - 1.34 AC (34.3%)
PERVIOUS AREA = 111,949 SF - 2.56 AC (65.7%)
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GULF SELF STORAGE
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RAFTING AND DESIGN

SERVICES, INC.

6728 CARBONTON ROAD

Sanford, North Carolina 27330
(919) 499-8759 phone
draftinganddesign@ymail.com

STEPHEN E. STAFFORD

3836 TRINITY CHURCH ROAD
SEAGROVE, NC 27341

PHONE: (919) 935-47538

EMAIL: STAFFORDSD@GMAIL.COM

LEGEND OF ABBREVIATIONS

BC BACK OF CURB LP LIGHT POLE
CB CATCH BASIN N/F NOW OR FORMERLY
(6(0] CLEAN OUT P.E. PERMANENT EASEMENT
CPP CORRUGATED PLASTIC PIPE PVC POLYVINYL CHLORIDE PIPE
CMP CORRUGATED METAL PIPE PP POWER POLE
C&G CURB & GUTTER RCP REINFORCED CONCRETE PIPE
DI DROP INLET RRX RAILROAD CROSSING
DIP DUCTILE IRON PIPE R/ W RIGHT OF WAY
EG EDGE OF GRAVEL SS OR SAN SANITARY SEWER
EP EDGE OF PAVEMENT SSMH SANITARY SEWER MANHOLE
EB ELECTRICAL BOX T.C.E. TEMPORARY CONSTRUCTION EASEMENT
EV ELECTRICAL VAULT TMH TELECOMMUNICATION MANHOLE
EL ELEVATION TF TRANSFORMER
ECM EXISTING CONCRETE MONUMENT TP TELEPHONE PEDESTAL
EIP EXISTING IRON PIN TS TOP OF SIDEWALK
EPK EXISTING PK NAIL TSP TRAFFIC SIGNAL POLE
FO FIBER OPTIC T™W TOP OF WALL
FOM FIBER OPTIC MARKER uc UNDERGROUND COMMUNICATIONS
FOB FIBER OPTIC BOX VB VALVE BOX
FH FIRE HYDRANT WM WATER METER
GUY GUY WIRE WV WATER VALVE
HP HIGH POINT WCR WHEELCHAIR RAMP
INV INVERT YI YARD INLET
JB JUNCTION BOX (STORM) T™W TOP OF WALL
IPS IRON PIN SET BW BOTTOM OF WALL
TOS TOP OF SIDEWALK
FES FLARED END SECTION

LEGEND OF SYMBOLS AND LINES

PROPERTY CORNER o RIGHT OF WAY —_——
UTILITY POLE P o% ADJ ACENT PROPERTY LINE
LIGHT POLE =30 UTILITY EASEMENT —_ —
TELEPHONE PEDESTAL CENTER LINE — —
GATE VALVE (2] LIMIT OF DISTURBANCE N . O . .
WATER METER Ciwm UNDERGROUND ELECTRIC LINE UE
FIRE HYDRANT u@ OVERHEAD ELECTRIC LINE OHE
SEWER MANHOLE ® SANITARY SEWER (GRAVITY) SS
SEWER CLEANOUT ° SANITARY SEWER (FORCEMAIN) FM
CATCH BASIN 1111] STORM DRAIN PIPE
YARD INLET / DROP INLET = WATER LINE w
STORM JUNCTION BOX / MH a GAS LINE GAS
HANDICAP COMMUNICATIONS LINE T
SPOT ELEVATION %100.00 FIBER OPTIC LINE FO
SIGN = FENCE LINE -0
ALIGNMENT CHANGE o TREE LINE VI 2 0 Y Y Y Y Y
PVI /o DRAINAGE FLOW
DELTA YAN CURB AND GUTTER

CURB AND GUTTER (SPILL)

TREE PROTECTION TP
NOTE:

EXISTING FEATURES ARE SHOWN SHADED.

CONCRETE PAVEMENT

GRAVEL SURFACE

AGENCY REVIEW
NOT FOR CONSTRUCTION

project no. 2025-11
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EXISTING CONDITIONS AS SHOWN ON THIS PLAN ARE CURRENT CONDITIONS AT THE
COMPLETION OF THIS PLAN SET.

CONTRACTOR TO VERIFY ALL PROPERTY CORNERS AND BOUNDARIES PRIOR TO COMMENCING
CONSTRUCTION ACTIVITIES.
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KNIGHT, DARRYL BARRETT
AKPAR: 9808
ZONED: RB-CZ
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/

20' LANDSCAPE BUFFER - TYPE 'B'
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MAG NAIL IN POWER POLE
ELEV: 256.88
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ELEV: 259.62
N:657277.8185
E:1916761.4681

SITE SIGNAGE (TYP) /

150 SQUARE FEET - MAX SIGN AREA
30 FEET - MAX HEIGHT
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NOTES

ALL DIMENSIONS ARE TO EDGE OF PAVEMENT OR BACK OF CURB UNLESS OTHERWISE NOTED.

ALL AREAS DESIGNATED AS ADA ARE TO MEET ADA STANDARDS.

THIS IS SITE IS WITHIN THE CAPE FEAR RIVER BASIN.

THERE IS NO FEMA FLOODPLAIN CONTAINED ON THIS SITE PER FIRM PANEL 3710961500K,

PANEL 9615, EFFECTIVE DATE 2-2-2007.

PLANNING REVIEW AND APPROVAL IS REQUIRED PRIOR TO INSTALLING
ANY SIGNAGE. ALL SIGN SHALL BE OUT OF DRIVEWAY SITE TRIANGLES.

FOOTPRINT SHOWN ON PLANS SUBJECT TO CHANGE. CONTRACTOR TO VERIFY FINAL BUILDING
DIMENSIONS AND LOCATION WITH ARCHITECTURAL PLANS PRIOR TO CONSTRUCTION.

SITE LIGHTING SHALL COMPLY WITH SECTION 13 - LIGHTING STANDARDS.

NO HISTORIC SITES OR CEMETERIES ARE PRESENT ON PARCELS.

BUILDING CONSTRUCTION TO BE PHASED BASED ON DEMAND. SITE TO BE CONSTRUCTED WITH
BUILDING PADS AND STONE DRIVE ALL IN PHASE 1.
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'NOTES ¢

l 1. EXISTING CONDITIONS PER BROWN SURVEYORS. RAFTING AND DESIGN

4. GRADING TIES SUBJECT TO EXISTING GRADES AND CONDITIONS. SERVICES, INC.

5. CONTRACTOR TO MAINTAIN POSITIVE DRAINAGE AT ENTRANCES.

6728 CARBONTON ROAD

Sanford, North Carolina 27330
7. CONTRACTOR TO ENSURE POSITIVE DRAINAGE AWAY FROM BUILDING WALLS. (919) 499-8759 phone

6. CONTRACTOR TO VERIFY FINAL ELEVATIONS WITH ACTUAL FIELD CONDITIONS.

8. PROPOSED CONTOUR LINES|ARE SHOWN AT 1' INCREMENTS. draftinganddesign@ymail.com
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4 )
EXISTING VEGETATION
EXCEEDS REQUIREMENT 2 REMOVE ALL TAGS. / RAFTING AND DESIGN
AREA TO BE UNDEVELOPED =
REMOVE DEAD AND DAMAGED LIMBS.
— LANDSCAPE REQUIREMENTS M
PAINT WOUNDS AND SCARS. . Q
REMOVE DEAD AND DAMAGED LIMBS.
FASTEN WITH NEOPRENE TIE WRAPS PRUNE TO PROPER SHAPE. 6728 CARBONTON ROAD
- — BUFFER (NORTH): TYPE ‘A’ (919) 499-8759 phone
= m— 2" X 2% OAK STAKE SET AT APPX / FASTEN WITH NEOPRENE TIE WRAPS draftineanddesian@ymail
guFrER- TYPEA ———" 70° DRIVEN MIN. 18" DEPTH FIRMLY INTO OR 5/8" BLK. RUBBER HOSE & WIRE REQUIREMENT: 20" WIDE - 1 LARGE TREE PER 20 FT x 759 LF = 38 TREES (595 FT EXISTING VEGETATION) rartinganddesign@ymar.com
. SCAPE — ———__—— ' -1 SHRUB PER 8 FT x 759 LF = 95 SHRUBS (595 FT EXISTING VEGETATION)
20 LANDSCA — \ ———— SUBGRADE AND SET INTO PREVAILING WINDS. 2" X 2" OAK STAKE SET AT APPX.
— ————————i 70° DRIVEN MIN. 18" DEPTH FIRMLY INTO PROVIDED: 164 FT PLANTINGS REQUIRED
—_— E———— 3 .
L — — | /‘f‘ MULCH AS PER SPECIFICATIONS SUBGRADE AND SET INTO PREVAILING WINDS. 20' WIDE - 8 TREES
] FORM EARTH SAUCER WITH 3" HIGH BERM. - 38 SHRUBS
FLOOD WITH WATER TWICE DURING FIRST 24 HOURS. MULCH AS PER SPECIFICATIONS 20' WIDE - EXISTING VEGETATION EXCEEDS REQUIREMENT
] - (OWNER TO FILL IN ADDITIONAL TREES & SHRUBS IF EXISTING DOES NOT MEET REQUIREMENT)
P // Y/, BURLAP REMOVED FROM THE TOP 1/3 OF THE BALL. FORM EARTH SAUCER WITH 3" HIGH BERM. BUFFER (SOUTH): TYPE 'B'
EXISTING VEGETATION NS GBIBTERT! NS FLOOD WITH WATER TWICE DURING FIRST 24 HOURS.
AREﬁCT%EgS SESE\LTEEgEEE //X// 2 0580 o N REQUIREMENT: 20" WIDE - 1 LARGE TREE PER 30 FT x 265 LF = 9 TREES
AOOAN \ o NK BURLAP REMOVED FROM THE TOP 1/3 OF THE BALL. -1 SHRUB PER 5-8 FT x 265 LF = 42 SHRUBS
SEE NOTE 16 //\/7\ N
N/ % AN X P
FRNA NN N AN A PROVIDED: 20' WIDE - 9 TREES
//\\/ //\ 47\\4//\\/// >//5 \//X A N/; PLACE ROOT BALL ON UNDISTURBED SUBGRADE. R s
N />§)/\ )\\\// \B/\\\/Q\///Q\/Q\\/\\)\\)> (OWNER TO FILL IN ADDITIONAL TREES & SHRUBS IF EXISTING DOES NOT MEET REQUIREMENT)
/ "/ / / 7 Y
/ SRR A XK 7\& 7& SN 7 PLACE ROOT BALL ON UNDISTURBED SUBGRADE.
// /. /\/ L /. g . o
/\\ \k/\ §§//\\\/\\ \\/\\\/\\ N /\\\ S BUFFER (EAST): TYPE 'B
2 DR, |
» / EVERGREEN PLANT'NG ANANANANANANANANANANA REQUIREMENT: 20' WIDE - 1 LARGE TREE PER 30 FT x 101 LF =4 TREES
== . NTS -1 SHRUB PER 5-8 FT x 101 LF = 17 SHRUBS
A ‘ O
| I e DECIDUOUS TREE PLANTING PROVIDED: 20 WIDE - 4 TREES
NTS - 17 SHRUBS
EXISTING TREE LINE (TYP) Q m (OWNER TO FILL IN ADDITIONAL TREES & SHRUBS IF EXISTING DOES NOT MEET REQUIREMENT) PROFESSIONAL ENGINEER SEAL
-
sSoSES < Q BUFFER (WEST): NOT REQUIRED RB ZONING
BUILDING F
2400 SF (o
9.25 FT HEIGHT
A PHASE 2 REMOVE DEAD AND DAMAGED LIMBS.
- PRUNE TO PROPER SHAPE.
q PAINT WOUNDS AND SCARS. o)
REMOVE ALL TAGS. LL CY)
TOP OF BALL TO BE AT \I <
LAWN GRADE. T [ z
()
MULCH AS PER SPECIFICATIONS, QN =
FORM EARTH SAUCER WITH 3" HIGH BERM. (D . (o)
FLOOD WITH WATER TWICE DURING FIRST 24 HOURS. o
o) 1T <
BURLAP REMOVED FROM THE TOP 1/3 OF THE BALL. . N OT ES T)
o <
PROPOSED PROPOSED ROPOSED 1. ALL PLANT MATERIALS TO COMPLY WITH THE LATEST EDITION OF A.N.A. STANDARDS FOR NURSERY STOCK n E -l
BUILDING C BUILDING D UILDING E PLACE ROOT BALL ON UNDISTURBED SUBGRADE. AND BE GUARANTEED FOR A PERIOD OF ONE (1) YEAR FROM INSTALLATION DATE. A w o o
4000 SF 3000 SF 1800 SF N
9.95 FT HEIGHT 925 FT HEIGHT 9bs FT HEIGHT 2. LANDSCAPE CONTRACTOR IS TO VERIFY LOCATION OF ALL UNDERGROUND UTILITIES AND RECEIVE o < Q)
PHASE 1 PHASE 2 PHASE 2 APPROVAL FROM GENERAL CONTRACTOR OR SITE SUPERVISOR, IF NECESSARY, TO MAKE CHANGES IN PLANT 2
¢ LOCATIONS P Z
) »n —
3. LANDSCAPE CONTRACTOR MUST COORDINATE WITH GENERAL CONTRACTOR AND OTHER SITE OPERATIONS. m E ; %
SHRUB PLANTING 4. MINOR ADJUSTMENTS TO THE PLANT LOCATIONS ARE TO BE MADE IN THE CASE OF ANY CONFLICTS WITH 5L > O
® NTS PROPOSED UTILITIES. I.I. N : %
I 5. ALL PLANTING BEDS AND FREE STANDING TREES TO BE MULCHED WITH 4" GRADE "A" CYPRESS MULCH. BEDS J = 0
| ARE TO BE GRADED SMOOTH AND AND FREE OF SOIL CLODS AND STONES. ALL TREES TO BE STAKED. m (@)
10' X 70' NCDOT SITE TRIANGLE | CONTRACTOR/OWNER MAY INSTALL SOME TYPE OF BOARDER TO PREVENT MULCH CONTAMINATING GRAVEL N (3 P
o EXISTING TREE LINE (TYP) EXISTING VEGETATION SURFACE FOR INTERNAL ISLANDS (CURB OR LANDSCAPING TIMBERS). m 0 E <
ORANGE TREE EXCEEDS REQUIREMENT 6. ALL PLANTS ARE TO BE REMOVED FROM CONTAINERS, CAGES AND NON-BIODEGRADABLE MATERIALS. (o) —
AREA TO BE UNDEVELOPED m
PROTECTION/SILT FENCE (TYP) SEE NOTE 16 < LL
7. GENERAL CONTRACTOR IS RESPONSIBLE FOR FINISHED GRADES; LANDSCAPE CONTRACTOR IS RESPONSIBLE I -T
/ / FOR FINE GRADING AND AND TO PROVIDE 4" OF AMENDED TOPSOIL FOR PLANTING BEDS. - —
8. ALL ORGANIC MATTER AND DEBRIS ARE TO BE REMOVED FROM THE SITE BY THE LANDSCAPE CONTRACTOR. : < (7))
LAWN AREAS AND BEDS SHOULD BE FREE OF STONES GREATER THAN 2", w T
D o 4
T! P - P P 5 9. PLANT QUANTITIES HAVE BEEN PROVIDED FOR CONVENIENCE ONLY; THE LANDSCAPE CONTRACTOR IS T
A A A A A A X L= N PA —c—— TR / RESPONSIBLE FOR VERIFYING THE QUANTITIES. DRAWING PREVAILS OVER WRITTEN QUANTITIES.
n
10. PLANTING BEDS SHALL BE TREATED WITH A PRE-EMERGENT HERBICIDE APPLIED AT PRODUCT SPECIFIED (TS
’ RATE UNLESS OTHERWISE NOTED. i
q 11. PLANTING SHALL BE FERTILIZED UPON INSTALLATION. RECOMMENDED FERTILIZER BE MIXED WITH BACKFILL =
GRADING LIMITS (TYP) AT PRODUCT SPECIFIED RATE. (L)
PROPOSED PROPOSED
BUILDING B BUILDING A _ 12. BED EDGE SHALL BE SMOOTH, CONSISTENT 4 1/2" DEEP AND HAND CUT, EDGES TO BE LOCATED BETWEEN
4000 SF 3000 SF k}ﬂ _ /’\ — ALL BEDS (INCL. TREES) AND LAWN AREAS.
9.25 FT HEIGHT 9.25 FT HEIGHT —_—
q PHASE 1 PHASE 1 ey — 4 13. CONTRACTOR TO PLACE SOD OR HARDWOOD MULCH ON ALL LANDSCAPE AREAS UNLESS OTHERWISE
DIRECTED BY THE OWNER.
g[& 14. IRRIGATION PLAN BY OTHERS, IF APPLICABLE.
EXISTING TREE (TYP) 15. CONTRACTOR TO PROVIDE ADDITIONAL LANDSCAPING IN EXISTING VEGETATION AREAS AS NEEDED TO
TO REMAIN ENSURE SCREENING PER CHATHAM COUNTY LANDSCAPE BUFFER REQUIREMENTS ARE MET.
UNLESS GRADING IMPACTS SCM #1 REVISIONS
; 16. THE LANDSCAPE CONTRACTOR CAN MODIFY THE PLANT LIST, FROM WHAT IS SHOWN, HOWEVER THE
@ % CONTRACTOR MUST USE ACCEPTABLE PLANT TYPES, AND QUANTITIES, PER THE DEVELOPMENT ORDINANCE.
A REVISED PLAN SHALL BE APPROVED BY THE PLANNING DEPARTMENT AND THE OWNER.
g[& 17. TREE PROTECTION/SILT FENCE IS INSTALLED TO PRESERVE EXISTING TREES AND VEGETATION IN LIEU OF
LANDSCAPE BUFFER PER THE RECOMMENDATIONS OF THE CHATHAM COUNTY APPEARANCE COMMISSION.
EXISTING TREE (T¥P) % N\ PLANT LIST weaureo)
INLCUDED IN BUFFER
/ _ KEY BOTANICAL NAME COMMON NAME SIZE | QTy.
d ey dl JV__| JUNIPERUS VIRGINIANA EASTERN RED CEDAR 8 HT 8
7 QF | QUERCUS FALCATA S.RED OAK 8" HT 12
@ g LG |ILEX GLABRA INKBERRY HOLLY 2 HT 75
& R MC_| MYRICA CERIFERA WAX MRYTLE 2HT 22
— \
DECIDUOUS TREE (TYP \
30 ET SPACING (TYP) EXISTING VEGETATION
EXCEEDS REQUIREMENT
°S AREA TO BE UNDEVELOPED
TR\ SEE NOTE 16
\J7/ AGENCY REVIEW
EVERGREEN SHRUB (TYP) EXISTING TREE (TYP)
5-8 FT SPACING IN NCDOT RIW NOT FOR CONSTRUCTION
EXCLUDED FROM BUFFER
Scale: Drawn by:
1"=30" MTB
US HIGHWAY 421 [}
200 FT RIW l ’ S 2 ? : i :
VERT. DATUM = NAVDS88 MTB
Reviewed by:
3550 50 15 30 60 Z5 « 5 MTB
Project Number: Date:
HORIZONTAL SCALE: 1" = 30'
2025-11 MAR 2025
\_ J
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