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October 17th, 2025 
 
 
Kevin Barnes, PLA 
TIMMONS GROUP | www.timmons.com 
5410 Trinity Road, Suite 102 
Raleigh, NC 27607 
919-532-3252 
Kevin.barnes@timmons.com 
 
RE: The Pavilion at New Hill Trip Generation Memorandum 
  
Dear Mr. Barnes, 
 
Timmons Group is providing traffic engineering services for the proposed recreational 
development located off Christian Chapel Church Road in Chatham County, NC.  The proposed 
development will consist of a 7-pitch cricket park with 14 pickleball courts and 6 volleyball 
courts. Per NCDOT standards, a Traffic Impact Analysis (TIA) is required when projected peak 
daily traffic volumes exceed 3,000 vehicles per hour (VPH).  
 
The site-generated trips shown in Table 1 are based on trip generation information provided in 
the 11th Edition of the Institute of Transportation Engineers’ (ITE’s) Trip Generation Manual and 
the anticipated development size. The trip generation was calculated following all NCDOT 
standards / practices.  
 

Table 1: Trip Generation Summary 

ITE Land Use Code 
Independent 

Variable 
ADT 

AM Peak Hour PM Peak Hour 
In Out Total In Out Total 

488 – Soccer Complex 7 Pitches 499 4 3 7 76 39 115 
490 – Tennis Courts 14 Courts 424 - - - 29 30 59 

Total: 923 4 3 7 105 69 174 
SOURCE: Institute of Transportation Engineers’ Trip Generation Manual 11th Edition (2021) 
LUC 488 chosen due to similarity of land use (soccer vs cricket) type / functionality 
LUC 490 chosen due to similarity of land use (tennis vs pickleball) type / functionality 
Volleyball courts assumed at be included in LUC 488 
 
Per Table 1, AM peak hour trips totaled 7 (4 incoming and 3 outgoing) where PM peak hour 
trips totaled 174 (105 incoming and 69 outgoing). Average daily traffic (ADT) volumes generated 
by the development totaled 923 vehicles per day. No trip reductions were included due to 
internal capture or pass-by trips.  
 
As shown, projected trips do not meet the established daily trip threshold (3,000 VPD).  
Therefore, no TIA is required due to the development’s construction. 
 
Should you have any questions regarding this memorandum, do not hesitate to contact me. 
 
Sincerely, 
 

 
     
Jeffrey P. Hochanadel, PE, PTOE  
Principal | North Carolina Transportation Group Leader 


